
VIN-IP-308IB-4G
3MP IP 4G SIM OUTDOOR CAMERA

Feature Specification
Sensor

Video resolution

Video compression

Chipset

IR Led control

3D DNR

Detection Quantity

Max Detection Frame

CMOS Sensor

3MP Resolution @ 2304x1296P, 25fps

H.264 / H.265

IR/warm/dual light, auto/manual/off, support 0-100 brightness adjust

Off/Low/Middle/High/Higher

≤5 Person

5fps/s

3T1N

Audio input/output

Capture speed

Detect Part

Track People

Detection Area

4G standard

Network protocol

Interface type

Micro SD card

Built-in MIC and speakers, support two way audio

≤1s

People with any posture including half body, head, hand shoulder

Support

FDD-LTE/TDD-LTE

ONVIF, TCP/IP. UDP, HTTP, HTTPS, DHCP, RTSP, DDNS, NTP, PPPOE, UPNP, SMTP

Nano SIM card, Plug and play, no need to set

Support up to 512GB TF Card Storage

Appointed area, default full-screen

Recording mode

Audio Standard

Video Code Rate

Alarm record, timing record,

Fixed code rate, variable code rate(main stream:160Kbps-4000kbps)

G.711u/G.711A 64Kbps

Support HD 2304x1296P @ 25fps Resolu�on 
Color Bullet Camera
Support 2G/3G/4G Network
Support up to 512GB TF Card Storage;
Support Two Way Audio (Built-in MIC and Speaker)
3.6mm Fixed Lens;
Support P2P View, Anywhere & Any�me 
2-Dual LED’s (Warmlight + Array) 
Mobile APP “MEEYE Pro”

Main Feature: 

4G

Power

Operating environment

DC12V 1A

Environment -0C~+50C, Humidity 10%~90%, non-condensing

Lens 3.6mm HD Lens

1800 121 4322 www.vintronsmartvision.com

*Product casing and specifications are subject to change without prior notice..

MICRO, SMALL & MEDIUM ENTERPRISES


